
 

 

  

 

Technical Data – HB-TB350 

Fiberglass reinforecement silicone rubber 

composite tape. 

Product description 

• Good mechanical and insulation performance. 

• Non-Absorbent, easy to store. 

• Transfer ceramic-like protective layer at 450°C, wide wrking temperature. 

• Pass BS 6387 CWZ  

• More reliable than Mica Tape on fire-resistance feature and hygroscopicity. 

Construction 

• Fluoride film 

• Silicone PSA 

• Glass fiber 

• Silicone Rubber  

 

Potential Application: Busbar, TV set, Cooling pipe, HV cable, Fire insulation material between module and module for 

EV battery pack. 

Technical data 

Item Unit Spec. Test Method 

Total Thickness  mm 0.32mm to 0.35mm - 

Colour - Orange - 

Density  g/cm³ 1.50 to 1.60 GB/T 533-2008 

Tensile Strength MPa 25 GB/T 5019.2-2000 

Dielectric Strength Kv/mm 25 GB/T 1695-2005 

Volume Resistivity  ꭥ.cm 10¹⁴ GB/T 1410-2006 

Dielectric Constant  50Hz.ε 3.5 GB/T 1693-2007 

Dielectric Loss factor 50Hz.tgδ 0.008 GB/T 1694-2007 

UL Rating ( Silicone rubber)  - 5VA UL 94 

Peel Strength N/25mm 2 to 5 GB/T 2792-2014  

 

Note: Unless stated otherwise all values given are average. All of the tapes in our range should be thoroughly tested on the substrates in the particular 

application they are intended for. Hi-Bond Tapes Ltd. will not be responsible for product failure unless full testing has been completed. The customer has to 

decide on the tapes suitability for the intended application. 
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